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TYPICAL SECTIONS

WELDON RD INTERSECTION
STA 37+33.76 TO STA 38+50.75
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EXISTING PAVEMENT

HOT-MIX ASPHALT SURFACE REMOVAL, 2 1/4”

374" LEVELING BINDER (MACHINE METHOD), N50

~= 1 172" HOT-MIX ASPHALT SURFACE COURSE, MIX ‘D’, N50

N\

STA 38+50.75 TO STA 40+63.55

¢ US BUS 20 wB

(F_US BUS 20 EB

4’ RAISED MEDIAN
12/ | 12/ | 12/ 6’ RAISED 11’ & VAR _\ 12/ |
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L_\_ D = TEXISTING PAVEMENT - AN N | —EXISTING CURB & GUTTER B-6.24

EXISTING CURB & GUTTER B-6.24—

EXISTING PAVEMENT

@ PAVEMENT REMOVAL

* 112 LB/SQ YD/IN
*» MAINTAIN EXISTING CROSS SLOPE (MIN 1/2”/F%1)

HOT-MIX ASPHALT SURFACE REMOVAL, 2 1/4
374" LEVELING BINDER (MACHINE METHOD), N50
* 1 172" HOT-MIX ASPHALT SURFACE COURSE, MIX ‘D*, N5

7

L GEOTECHNICAL REINFORCEMENT
“~6" GRANULAR SUBGRADE REPLACEMENT
COMBINATION CONCRETE CURB & GUTTER, TYPE M-4.06

COMBINATION CONCRETE CURB & GUTTER, TYPE M-4.06 /CONCRETE MEDIAN SURFACE, 6”
GEOTECHNICAL REINFORCEMENT
6’/ GRANULAR SUBGRADE REPLACEMENT
COMBINATION CONCRETE CURB & GUTTER, TYPE M-4.24

CONCRETE MEDIAN SURFACE, 6"
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STATE OF ILLINOIS

PLOT SCALE = 58.200¢ * / IN.

CHECKED

REVISED

DEPARTMENT OF TRANSPORTATION

PLOT DATE = Tue Mar 18 11:32:49 2009

DATE

REVISED

F.A.P.

Us BUS 20 RTE.

SECTION

COUNTY

TOTAL
SHEETS

SHEET
NO.

303

TYPICAL SECTIONS

(1-1CH

WINNEBAGO

58

8

SCALE:

CONTRACT NO. 64ESO

TO STA.

SHEET NO. OF SHEETS | STA.
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